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ABSTRACT

An experimental apparatus for vapor phase adsorption ex-
per laents haa been assembled. Preliminary runs on the
apparatus gave uniform saturation nf the gas air stream
with organic compounds arnd water. The vapor phase
chromatgra,.iic apparatus to be used in the eip~i'imental
work was checked on highly dilute samples of ethylthio-
phosphate.. Based on a literature survey on experimentalT
methods of determiniig wetting and-spreading characteris-
tics of' sorbents, an apparatus for contact angle arnd
adhesion tension measurement was designed and is being
bUIlL to order.
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T. OBJECTIVE

The objective of this work Is to study the,bhaic physliochemical
phenomena that determine the sorption rates and equilibria.

II. EXPERIMENTAL RESULTS

A. VAPOR PHASE IDSORPTION

The laborat. *y work this period was entirely directed toward the
design, assembly, and start-up of a vapor phase adsorptlon unit.
The adsorption apparatus consists of three sections: the feed
mixing section, the adsorption section, and the analysis and removal
section. The apparatus was completely assembled and Instrimented
to permit us to carr" out experiments on adsorption fr., the vapor
phase at temperatures from -25 to +125"F with an air stream con-
taining up to a maximum concentration of CW agent and water corres-
ponding to their vapor pressures atthe temperature of adsorption.
Several preliminary runs on the unit with non-toxic liquids showed

the necessity of a few modifications to permit a completely safe
and smooth operation of the unft (by-passing of the adsorber tube,
sampling of the gas stream before and after adsorption by alternate
chemical and instrumental methods, installation of cariIsters fnr
final adsorption). The apparatus is described in detail in Appendix
I. Preiiminary expdriments to determine the saturating efficiency
and to provide uniform caturatlcn are dibcussed in detail in
Appendix II.

Preliminary vapor phase zhromatographic wcrk on highly diluted
ethylthiophosphate showed that this compound can be detected with
a hydrogen fliie detector in quantities of O.OO05g, which corres-
ponds to a concentration of about 0.25Migl. A much higher sensi-
tivity will be attained with an electron capture detector. Informa-
tion from Perkin-Elmer Co. indicates that the sensitivity of electron

I capture detectors is about 100-fold greater for chlorine-containing
compourds, and about 10- to 30-fold greater for fluorine compounas
than the hydrogen flame detector is for- hydrocarbons. An Aerowraph
Model 60OB chromatograph with both detectcrs to be used exclusively
on this project '-s on order and delivery Is expected shortly. The
analytical reagents to be used for the chemical ano'yels of these
agents were secured.

B. LIQUID PHASE ADSORPTION

The preliminary literature survey on experimental methcds of de-
termining wetting and srreading characteristics of solvents with
organic materials was extended. An apparatus for determining
adhesion tension and contact angles has been Jesigned and is on order.
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III.- PROGRAM

A. VAPOR PHASE ADSORPTION

The first experiments will be carried out on WVetlerite feed stock
obtained from Pittsburgh Chemical Company. Other adsorbents are
beirg secured.

The variables tc 'v studied In our experimental program are:I Concentration of Cu agent

jb HumiditVc Plow rate
d Particle size or adsorbent
e) Temperature

A preliminary investigation using factorial design -will deteniine
which variables are significant for testina. In the Intial experi-
mentseonlyttheevarctblot (b), Jc), asid (d) will be
ments, only the r ovi e(
investigated since the reseilts ast be strongly affected by any
change in variables (a) ana (e), the concentration of the CW agent
and the temperatu'e of the adsorption process. A factorial design
that involves these three factors at two levels for each will be
used. A series of eight experimental runs will give a better
estimate of the true difference in means and will permit the esti-
mation of Interaction effects. A further exte:,sion of the experl-
'mental design by "confounding" will reduce the number of experiments
and permit us to icluue further variables and disregard nons.gntfi-
cant variables. These experiw~rts will yield results expressed in
,;,e form of adsorptive capacity at the break point and total
adsorptive capacity.

The extensiun ot tha work, including conrentratlon variation will
determine the adsorplion isotherms and permit their calculatior,
and the extension including temperature variation will permit the
calculation of the heat of adsorption. In th'i stage nf the work,
regresljn analysis will be used develop quantitative relation-
ships a -.ng the important variab! . In these aidltional runs,
the important variables will be ",w w'ned at several levels ro that
more exact relatin.hips can be determined. A cetallel experimental
program ror this phase of the work has been prepared.

B. LIQUID PHASE AJSORPTION

Model experiments on raptllary action ana rate or penetration of,
liquld agents, and on determination of retentive capacity will
be started ae soon an the vapor phase adsorption unit is in full
operati:n.
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APPENDIX I. DESCRIPTION OF APPARATJS

The dynamic t.',-p.ion apparatus consists essentially of & flow
system in which an air stream is separately saturated with water andj CW agent, then passed through a bed of the adsorbent whose adsorptive
capacity for CW &,ent is being studied. A schematic diagram of the
flcw s-:ster .4 shown in Figure 1.

As shown .n this diagram, cylinder air regulated to abnut two psai !s
filtered throug,. glass wool and dried with caustic pellets and Drierite
in F-1. The dry, clean air Is metered through rotameter R-1 atld then
is subdivided three ways. One stream passes through another rotameter,
R-2, and on to a fritted-glass sparger, S-1, in a constant temperature
bath. This sparger or bubbler will contain water to saturate the air
stream to various levels. Another stream is metered by R-5 and then
saturated with CW agent in S-L, which Is also in a constant temperature
bath. The third stream, whose flow rate in known by difference, passes
directly to a-mixing cross where all three stream converge and are
blended together.

The total stream then passes to the adsorber, A-i, containing adsorbent
material unier study. Since adsorption studies will be made in the
temperature range -25 to +125*F, the adsorber Is surrounded by a
constart temperature double-walled bath capable of operating in this
total range. Ethylene glycol will be used in the bath, and the
annular space between the two walls will be filled tIth a freezing
mixture or insulation.

After adsorption, the flow stream will be analyzed for residual CW agent
either with a special vapor phase chromatograph that is fitted with
both flame ionization and electron capture detectozti or with a
cclorimetric analysis requiring the use of bubblers cocitainuing an ab-
surbing solution. A by-pass line around the adsorber has been installed
to allow analysis of the total stream before adsorption.

All tail gases from the flow system will be passed through t. gas mask
canister before being passed to the hood stack. In this wpy, only.
pure air shouId be vented by the hood. As a further precaution an
adsorbing filter will he installed in t"e hood blower suction line.

Some additional details shown in the Figure are:

1. STy (Solenoid 'rip Valve). Tls is actuated by a high oresiure
at manometer PI-l and will shut down the system in case of plu.vd
flow.

2. CV (Check Valve). TIjls will prevent accidental flow of water-
saturated air into the CW saturator with consequent hydrolysis

3 of the CW agent.

5. 9-' (CW Saturator). This devlce was provided by thn Army. It uses
a cylindrical alundum wick to saturate the air stream with CW agent.
A cylindrical glass taffle causes the air stream t. zont3,.t the
wick on both inner and outer surfaces.
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The objective of thc sati'ration equzipment is to lnsv 'e that the
total air stream after snixirg and be1'orp adsorption is from
50-80% humid with resprect to water arad 100% (or nearly 5o) hi.Wil
with CW agent, both at; the adsorption temperatxjre which may vary
from -25 to +1250F
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APPENDIX II. SIVAY OF PRELINIARY SATURATI A
EXPERIKENTS

Experiments were run to become acquainted with thc saturati, z
efficiency or the de, ice supplied by the! . S. Army for cor.t actlrg
flow streams with CW agent and also to try out a fritted glass
liubbler or our own ;es.gr. Table 1 sumarizes this work and
JP lgr;gely se f-,xplcnatory..

The outcome of thee- Pats was that the Army device was considered
to be the more satisf.&ctory design for our purposes. The need
for good insultlor and, in some cases, heating on the small lines
leaving the saturator was Indicated.
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